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ON THE JOB
DAY TO DAY

MOVE MORE
With a payload of up to 2,254 kg(1), a maximum useful volume of 17 m3(2) 
and a total usable length of up to 4.38 m(2), Renault Master is the right 
tool to move bulky cargo. Its rear loading sill height of 563  mm(3), 
one of the best on the market, and its side door opening width 
of 1.27 m(4) make for easier delivery and loading operations. The design of 
its loading space makes it an exceptionally versatile vehicle that is able to 
move a wide range of goods and equipment.

Choose the version that is right for your needs: rear-wheel drive for more 
traction, or front-wheel drive for greater payloads.

1.27 m(4) 
 DOOR 
 OPENING 
 WIDTHS

U S A B L E 
V O LU M E

 17m3(2)

(1) payload refers to 4.5 t L3H2, less allowance for fuel, driver and passenger
(3) loading sill height refers to 3.5 t front-wheel drive L1 and L2 versions

(2) volume and length refer to 4.5 t rear-wheel drive L4 version
(4) not on L1 wheelbase version 
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GET THE JOB DONE 
WITH TOTAL PEACE OF MIND

MAXIMUM SAFETY
Renault Master comes equipped with ABS, ESP(4), electronic brake 
distribution and emergency brake assist. On tests, its braking 
distance performance is 42 m from a speed of 62 mph.
With options such as automatic lights, directional headlights, 
rain detection wipers, traction control and electronic stability 
program, you know you are driving a vehicle that offers safety and 
security in all situations.
For maximum security, Renault Master comes equipped with high-
performance front airbags on the driver’s side, as well as on the 
passenger side(5). Its three-point seatbelts are height adjustable to 
ensure a perfect fit and include pre-tensioners for the driver.

EXCEPTIONAL RELIABILITY
Renault Master demonstrates exemplary reliability and outstanding 
robustness. With service intervals scheduled every 40,000 km, 
the risks of downtime are minimal.

(4) optional on front-wheel drive
(5) optional 

BRAKING
TO 42 m
 FROM 62mph
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YOUR RENAULT MASTER
TAILORED TO YOUR NEEDS

PANEL VAN FRONT-WHEEL DRIVE REAR-WHEEL DRIVE
L1H1 L1H2 L2H2 L2H3 L3H2 L3H3 L3H2 (SW) L3H2 (TW) L3H3 (SW) L3H3 (TW) L4H2 (TW) L4H3 (TW)

A Wheelbase (mm) 3182 3182 3682 3682 4332 4332 3682 3682 3682 3682 4332 4332
B Overall length (mm) 5084 5084 5548 5548 6198 6198 6198 6198 6198 6198 6848 6848
C Front overhang (mm) 842 842 842 842 842 842 842 842 842 842 842 842
D Rear overhang (mm) 1024 1024 1024 1024 1024 1024 1674 1674 1674 1674 1674 1674
J Loading sill height (min.) (mm) 546 544 545 543 543 542 674 706 704 704 701 700
Z Rear opening height (mm) 1627 1820 1820 1820 1820 1820 1724 1724 1724 1724 1724 1724
Z1 Loading length at floor level (mm) 2583 2583 3083 3083 3733 3733 3733 3733 3733 3733 4383 4383
Z2 Side sliding door height (mm) 1581 1581 1780 1780 1780 1780 1684 1684 1684 1684 1684 1684
Q Loading height (mm) 1700 1894 1894 2144 1894 2144 1798 1798 2048 2048 1798 2048
H Overall height, unladen (mm) 2303 2496 2495 2745 2488 2744 2527 2549 2786 2815 2557 2808
G Overall width (mm) 2070 2070 2070 2070 2070 2070 2070 2070 2070 2070 2070 2070
Y2 Interior width between wheel arches (mm) 1380 1380 1380 1380 1380 1380 1380 1080 1380 1080 1080 1080
Y3 Maximum interior width (mm) 1765 1765 1765 1765 1765 1765 1765 1765 1765 1765 1765 1765
E Side opening width (mm) 1050 1050 1270 1270 1270 1270 1270 1270 1270 1270 1270 1270
F Rear opening width (mm) 1577 1577 1577 1577 1577 1577 1577 1577 1577 1577 1577 1577

Payload Front-wheel drive: 968 to 1,684 kg             Rear-wheel drive: 1,146 to 2,254 kg 
2.8  - 4.5 t 
8 -17 m3 

100 hp / 125 hp / 150 hp

GVW
Loading volume
Engines

bus FRONT-WHEEL DRIVE
L3H2

A Wheelbase (mm) 4332
B Overall length (mm) 6198
C Front overhang (mm) 842
D Rear overhang (mm) 1024
J Loading sill height (min.) (mm) 730
Z Rear opening height (mm) 1820
H Overall height, unladen (mm) 2488
G Overall width (mm) 2070
E Side opening width (mm) 1270
F Rear opening width (mm) 1580

Payload 1,377 kg 
GVW 3.9 t
Engines 125 hp Euro 5

SW: single rear wheels, TW: twin rear wheels

E

GY3 Y2

Renault X62 Dessus

F

H

G

Renault X62 Arrière
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CoLoURS

* Glacier White
670KP

* Forget-me-not Blue
670YP

* Renault Blue
67002

* Volga Blue
670Q3

* Moss Green
670P1

* Lemon Yellow
670YO

* Civil Engineering Orange
670IP

* Renault Red
670CA

** Star Grey
670Q4

** Grey Blue
670R4

** standard paint     ** optional paint
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THE RENAULT MASTER
RANGE

FRONT-WHEEL DRIVE
EURO 4 EURO 5

D
R

IV
E

 L
IN

E

Engines 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (150 hp) 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (150 hp) 

GVW 2.8 t 3.3 t 3.5 t 2.8 t 3.3 t 3.5 t 2.8 t 3.3 t 3.5 t 2.8 t 3.3 t 3.5 t 2.8 t 3.3 t 3.5 t 2.8 t 3.3 t 3.5 t

Overall lengths L1 L1 L2 L1 L2 L3 L1 L1 L2 L1 L2 L3 L1 L1 L2 L1 L2 L3 L1 L1 L2 L1 L2 L3 L1 L1 L2 L1 L2 L3 L1 L1 L2 L1 L2 L3

Panel van normal roof (H1) x x x x x x x x x x x x x x x x x x

Panel van raised roof (H2) x x x x x x x x x x x x x x x x x x x x x x x x x x x x x x x x x x x x

Panel van extra-raised roof (H3) x x x x x x x x x x x x x x x x x x

Number of front seats 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3

ENGINES

Type of injection Common Rail Common Rail Common Rail Common Rail Common Rail Common Rail

Fixed/variable geometry turbo (FGT/VGT) FGT FGT VGT FGT FGT VGT

EGR cooling system Cooled Cooled Super-Cooled Cooled Cooled Super-Cooled

Max. power rating DIN hp (kW CEE) 74 92 107 74 92 107

Max. power speed (rpm) 3500 3500 3500 3500 3500 3500

Max. torque Nm CEE 285 310 350 285 310 350

Max. torque (rpm) 1250-2000 1250-2500 1500-2750 1250-2000 1250-2500 1500-2750

Capacity (cm3) 2298 2298 2298 2298 2298 2298

No. of cylinders/No. of valves 4/16 4/16 4/16 4/16 4/16 4/16

Emissions control level Euro 4 Euro 4 Euro 4 Euro 5 Euro 5 Euro 5

Fuel Diesel Diesel Diesel Diesel Diesel Diesel

Gearboxes 6 speed manual 6 speed manual 6 speed manual 6 speed manual 6 speed manual / 6 speed automated 6 speed manual / 6 speed automated

Architecture Front-wheel drive, conventional cab, integral body, all-steel chassis frame, panel or glazed van with 1 or 2 sliding side doors, rear doors opening to 180° or 270° as an option.

Front axle assembly  ‘Mac Pherson’ independent front suspension, coil springs with hydraulic telescopic shock absorbers, anti-roll bar (depending on version 25 mm diameter).

Rear axle assembly Rigid axle with shackle ended single leaf steel springs, hydraulic telescopic shock absorbers, anti-roll bar (depending on version (H3 and L3).

Front/Rear braking
ABS as standard, with electronic brake distribution and emergency brake assist to avoid wheel lock and optimise braking power in emergency situations.

Adaptive ESP with ASR (traction control) as an option.
Ventilated discs at the front (Ø302 mm, 28 mm thick), solid discs at the rear (Ø305 mm, 12 mm thick).

W
E

IG
H

T
S

 &
 D

IM
E

N
S

IO
N

S
 S

IN
G

L
E

 C
A

B

Engines 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (150 hp) 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (150 hp) 

GVW 2.8 t 3.3 t 3.5 t 2.8 t 3.3 t 3.5 t 2.8 t 3.3 t 3.5 t 2.8 t 3.3 t 3.5 t 2.8 t 3.3 t 3.5 t 2.8 t 3.3 t 3.5 t

Overall lengths L1 L1 L2 L1 L2 L3 L1 L1 L2 L1 L2 L3 L1 L1 L2 L1 L2 L3 L1 L1 L2 L1 L2 L3 L1 L1 L2 L1 L2 L3 L1 L1 L2 L1 L2 L3

Rear overhang (mm) 1024

Gearboxes 6 speed manual 6 speed manual 6 speed manual / 6 speed automated 6 speed manual / 6 speed automated

Turning circle between kerbs (m) 12 12 13.6 12 13.6 15.7 12 12 13.6 12 13.6 15.7 12 12 13.6 12 13.6 15.7 12 12 13.6 12 13.6 15.7 12 12 13.6 12 13.6 15.7 12 12 13.6 12 13.6 15.7

Turning circle between walls (m) 12.5 12.5 14.1 12.5 14.1 16.2 12.5 12.5 14.1 12.5 14.1 16.2 12.5 12.5 14.1 12.5 14.1 16.2 12.5 12.5 14.1 12.5 14.1 16.2 12.5 12.5 14.1 12.5 14.1 16.2 12.5 12.5 14.1 12.5 14.1 16.2

Front anti-roll bar (diameter in mm)  - 25  - 25  - 25  - 25  - 25  - 25

Rear anti-roll bar (diameter in mm)  -  - 22 
(H3)  - 22 

(H3) 22  -  - 22 
(H3)  - 22 

(H3) 22  -  - 22 
(H3)  - 22 

(H3) 22  -  - 22 
(H3)  - 22 

(H3) 22  -  - 22 
(H3)  - 22 

(H3) 22  -  - 22 
(H3)  - 22 

(H3) 22

Front/Rear reference tyre 215/65 R16 225/65 R16 215/65 R16 225/65 R16 215/65 R16 225/65 R16 215/65 R16 225/65 R16 215/65 R16 225/65 R16 215/65 R16 225/65 R16

Capacities – Load volume (m3)

Load volume H1 roof 8 8  - 8  -  - 8 8  - 8  -  - 8 8  - 8  -  - 8 8  - 8  -  - 8 8  - 8  -  - 8 8  - 8  -  -

Load volume H2 roof 9 9 10 9 10 13 9 9 10 9 10 13 9 9 10 9 10 13 9 9 10 9 10 13 9 9 10 9 10 13 9 9 10 9 10 13

Load volume H3 roof  -  - 12  - 12 14  -  - 12  - 12 14  -  - 12  - 12 14  -  - 12  - 12 14  -  - 12  - 12 14  -  - 12  - 12 14

Fuel tank 80 litres or 100 litres 

WEIGHT (kg)

GVW 2800 3300 3500 2800 3300 3500 2800 3300 3500 2800 3300 3500 2800 3300 3500 2800 3300 3500

GCW 5300 5800 6000 5300 5800 6000 5300 5800 6000 5300 5800 6000 5300 5800 6000 5300 5800 6000

Braked trailer 2500

Unbraked trailer 750

Tare weight H1 1800 1808 1817 1800 1808 1817 1807 1812 1821 1805 1812 1821 1805 1812 1821 1811 1816 1826

Tare weight H2 1828 1833 1884 1842 1894 1974 1828 1833 1884 1842 1894 1974 1832 1837 1891 1847 1900 1978 1832 1837 1889 1847 1898 1978 1832 1837 1889 1847 1898 1978 1836 1842 1895 1851 1904 1982

Tare weight H3 1910 1920 1996 1910 1920 1996 1915 1924 2000 1915 1924 2000 1915 1924 2000 1919 1928 2005

Payload H1 roof 1000 1492 1683 1000 1492 1683 993 1488 1679 995 1488 1679 995 1488 1679 989 1484 1674

Payload H2 roof 972 1467 1416 1658 1606 1526 972 1467 1416 1658 1606 1526 968 1463 1409 1653 1600 1522 968 1463 1411 1653 1602 1522 968 1463 1411 1653 1602 1522 964 1458 1405 1649 1596 1518

Payload H3 roof 1390 1580 1504 1390 1580 1504 1385 1576 1500 1385 1576 1500 1385 1576 1500 1381 1572 1495

Max. permissible on front 1550 1650 1850 1550 1650 1850 1550 1650 1850 1550 1650 1850 1550 1650 1850 1550 1650 1850

Max. permissible on rear 1650 1900 2100 1650 1900 2100 1650 1900 2100 1650 1900 2100 1650 1900 2100 1650 1900 2100

Weights are not contractual and may change.

FRONT-WHEEL drive

L1 L2 L3

Wheelbase (mm) 3182 3682 4332

Overall length (mm) 5048 5548 6198
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REAR-WHEEL DRIVE
EURO 4 EURO 5

Engines 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (150 hp) 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (125 hp  +) 2.3 dCi (150 hp) 

GVW 3.5 t SW 3.5 t TW 3.5 t SW 3.5 t TW 4.5 t TW 3.5 t SW 3.5 t TW 4.5 t TW 3.5 t SW 3.5 t SW 3.5 t SW 3.5 t TW 4.5 t TW 3.5 t SW 3.5 t TW 4.5 t TW

Overall lengths L3 L3 L3 L3 L4 L3 L4 L3 L3 L4 L3 L4 L3 L3 L3 L3 L4 L3 L4 L3 L3 L4 L3 L4

Panel van normal roof (H1)

Panel van raised roof (H2) x x x x x x x x x x x x x x x x x x x x x x x x

Panel van extra-raised roof (H3) x x x x x x x x x x x x x x x x x x x x x x x x

Number of front seats 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3

ENGINES

Type of injection Common Rail Common Rail Common Rail Common Rail Common Rail Common Rail Common Rail

Fixed/variable geometry turbo (FGT/VGT) FGT FGT VGT FGT FGT VGT VGT

EGR cooling system Cooled Cooled Super-Cooled Cooled Cooled Super-Cooled Super-Cooled

Max. power rating DIN hp (kW CEE) 74 92 107 74 92 92 107

Max. power speed (rpm) 3500 3500 3500 3500 3500 3500 3500

Max. torque Nm CEE 285 310 350 285 310 310 350

Max. torque (rpm) 1250-2000 1250-2500 1500-2750 1250-2000 1250-2500 1250-2500 1500-2750

Capacity (cm3) 2298 2298 2298 2298 2298 2298 2298

No. of cylinders/No. of valves 4/16 4/16 4/16 4/16 4/16 4/16 4/16

Emissions control level Euro 4 Euro 4 Euro 4 Euro 5 Euro 5 Euro 5 Euro 5

Fuel Diesel Diesel Diesel Diesel Diesel Diesel Diesel

Gearboxes 6 speed manual 6 speed manual 6 speed manual 6 speed manual 6 speed manual 6 speed manual / 
6 speed automated (available 09 / 2011)

6 speed manual / 
6 speed automated (available 09 / 2011)

Architecture Rear wheel drive, conventional cab, integral body, all-steel chassis frame, panel or glazed van with 1 or 2 sliding side doors, rear doors opening to 180° or 270° as an option.

Front axle assembly  ‘MacPherson’ independent front suspension, coil springs with hydraulic telescopic shock absorbers, anti-roll bar (21 mm diameter on single rear wheel version, 24 mm diameter on twin rear wheel version).

Rear axle assembly Rigid axle with shackle ended single leaf steel springs, hydraulic telescopic shock absorbers, anti-roll bar (twin wheel version).

Front/Rear braking 
ABS as standard with electronic brake distribution and emergency brake assist to avoid wheel lock and optimise braking power in emergency situations.

Adaptive ESP with ASR (traction control) standard.
Ventilated discs at the front (Ø302 mm, 28 mm thick), solid discs at the rear (Ø305 mm, 12 mm thick on single rear wheel version or 18 mm on twin rear wheel version).

Engines 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (150 hp) 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (125 hp  +) 2.3 dCi (150 hp) 

GVW 3.5 t SW 3.5 t TW 3.5 t SW 3.5 t TW 4.5 t TW 3.5 t SW 3.5 t TW 4.5 t TW 3.5 t SW 3.5 t SW 3.5 t SW 3.5 t TW 4.5 t TW 3.5 t SW 3.5 t TW 4.5 t TW

Overall lengths L3 L3 L3 L3 L4 L3 L4 L3 L3 L4 L3 L4 L3 L3 L3 L3 L4 L3 L4 L3 L3 L4 L3 L4

Rear overhang (mm) 1674

Gearboxes 6 speed manual 6 speed manual 6 speed manual 6 speed manual / 6 speed automated (available 09 / 2011)

Turning circle between kerbs (m) 13.6 13.6 13.6 13.6 15.7 13.6 15.7 13.6 13.6 15.7 13.6 15.7 13.6 13.6 13.6 13.6 15.7 13.6 15.7 13.6 13.6 15.7 13.6 15.7

Turning circle between walls (m) 14.1 14.1 14.1 14.1 16.2 14.1 16.2 14.1 14.1 16.2 14.1 16.2 14.1 14.1 14.1 14.1 16.2 14.1 16.2 14.1 14.1 16.2 14.1 16.2

Front anti-roll bar (diameter in mm) 20 24 20 24 20 24 20 20 20 24 20 24

Rear anti-roll bar (diameter in mm)  - 30  - 30  - 30  -  -  - 30  - 30

Front/Rear reference tyre 235/65 
R16

195/75
R16

235/65 
R16 95/75 R16 235/65 

R16 95/75 R16 235/65 R16 235/65 R16 235/65 
R16 95/75 R16 235/65 

R16 95/75 R16

Capacities – Load volume (m3)

Load volume H1 roof

Load volume H2 roof 12 12 12 12 15 12 15 12 12 15 12 15 12 12 12 12 15 12 15 12 12 15 12 15

Load volume H3 roof 14 14 14 14 17 14 17 14 14 17 14 17 14 14 14 14 17 14 17 14 14 17 14 17

Fuel tank 80 litres or 100 litres 

WEIGHT (kg)

GVW 3500 3500 3500 3500 4500 3500 3500 4500 3500 3500 3500 3500 4500 3500 3500 4500

GCW 6000 6500 6000 6500 7500 6000 6500 7500 6000 6000 6000 6500 7500 6000 6500 7500

Braked trailer 2500 3000 2500 3000 2500 3000 2500 2500 2500 3000 2500 3000

Unbraked trailer 750

Tare weight H1 

Tare weight H2 2113 2246 2113 2246 2324 2246 2324 2116 2247 2324 2247 2324 2118 2118 2120 2250 2328 2250 2328 2120 2251 2328 2251 2328

Tare weight H3 2138 2268 2138 2268 2350 2268 2350 2138 2269 2350 2269 2350 2142 2142 2142 2272 2354 2272 2354 2142 2273 2354 2273 2354

Payload H1 roof 

Payload H2 roof 1387 1254 1387 1254 1176 2254 2176 1384 1253 1176 2253 2176 1382 1382 1380 1250 1172 2250 2172 1380 1249 1172 2249 2172

Payload H3 roof 1362 1232 1362 1232 1150 2232 2150 1362 1231 1150 2231 2150 1358 1358 1358 1228 1146 2228 2146 1358 1227 1146 2227 2146

Max. permissible on front 1850

Max. permissible on rear 2300 3200 2300 3200 2300 3200 2300 3200

SW: single rear wheels, TW: twin rear wheels

REAR-WHEEL DRIVE

L3 L4

Wheelbase (mm) 3682 4332

Overall length (mm) 6198 6848
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THE RENAULT MASTER
RANGE

FRONT-WHEEL DRIVE
EURO 4 EURO 5

D
R

IV
E

 L
IN

E

Engines 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (150 hp) 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (150 hp) 

GVW 3.3 t 3.5 t 3.3 t 3.5 t 3.3 t 3.5 t 3.3 t 3.5 t 3.3 t 3.5 t 3.3 t 3.5 t

Overall lengths L1 L2 L1 L2 L3 L1 L2 L1 L2 L3 L1 L2 L1 L2 L3 L1 L2 L1 L2 L3 L1 L2 L1 L2 L3 L1 L2 L1 L2 L3

Panel van normal roof (H1) x x x x x x x x x x x x

Panel van raised roof (H2) x x x x x x x x x x x x x x x x x x x x x x x x x x x x x x

Number of front seats 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3

Number of rear seats 4

ENGINES

Type of injection Common Rail Common Rail Common Rail Common Rail Common Rail Common Rail

Fixed/variable geometry turbo (FGT/VGT) FGT FGT VGT FGT FGT VGT

EGR cooling system Cooled Cooled Super-Cooled Cooled Cooled Super-Cooled

Max. power rating DIN hp (kW CEE) 74 92 107 74 92 107

Max. power speed (rpm) 3500 3500 3500 3500 3500 3500

Max. torque Nm CEE 285 310 350 285 310 350

Max. torque (rpm) 1250-2000 1250-2500 1500-2750 1250-2000 1250-2500 1500-2750

Capacity (cm3) 2298 2298 2298 2298 2298 2298

No. of cylinders/No. of valves 4/16 4/16 4/16 4/16 4/16 4/16

Emissions control level Euro 4 Euro 4 Euro 4 Euro 5 Euro 5 Euro 5

Fuel Diesel Diesel Diesel Diesel Diesel Diesel

Gearboxes 6 speed manual 6 speed manual 6 speed manual 6 speed manual 6 speed manual / 6 speed automated 6 speed manual / 6 speed automated

Architecture Front-wheel drive, conventional cab, integral body, all-steel chassis frame, panel or glazed van with 1 or 2 sliding side doors, rear doors opening to 180° or 270° as an option.

Front axle assembly  ‘Mac Pherson’ independent front suspension, coil springs with hydraulic telescopic shock absorbers, anti-roll bar (depending on version 25 mm diameter).

Rear axle assembly Rigid axle with shackle ended single leaf steel springs, hydraulic telescopic shock absorbers, anti-roll bar (depending on version (H3 and L3).

Front/Rear braking 
ABS as standard, with electronic brake distribution and emergency brake assist to avoid wheel lock and optimise braking power in emergency situations.

Adaptive ESP with ASR (traction control) as an option.
Ventilated discs at the front (Ø302 mm, 28 mm thick), solid discs at the rear (Ø305 mm, 12 mm thick).
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Engines 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (150 hp) 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (150 hp) 

GVW 3.3 t 3.5 t 3.3 t 3.5 t 3.3 t 3.5 t 3.3 t 3.5 t 3.3 t 3.5 t 3.3 t 3.5 t

Overall lengths L1 L2 L1 L2 L3 L1 L2 L1 L2 L3 L1 L2 L1 L2 L3 L1 L2 L1 L2 L3 L1 L2 L1 L2 L3 L1 L2 L1 L2 L3

Rear overhang (mm) 1024

Gearboxes 6 speed manual 6 speed manual / 6 speed automated 6 speed manual / 6 speed automated

Turning circle between kerbs (m) 12 13.6 12 13.6 15.7 12 13.6 12 13.6 15.7 12 13.6 12 13.6 15.7 12 13.6 12 13.6 15.7 12 13.6 12 13.6 15.7 12 13.6 12 13.6 15.7

Turning circle between walls (m) 12.5 14.1 12.5 14.1 16.2 12.5 14.1 12.5 14.1 16.2 12.5 14.1 12.5 14.1 16.2 12.5 14.1 12.5 14.1 16.2 12.5 14.1 12.5 14.1 16.2 12.5 14.1 12.5 14.1 16.2

Front anti-roll bar (diameter in mm) 25 25 25 25 25 25

Rear anti-roll bar (diameter in mm)  -  -  -  - 22  -  -  -  - 22  -  -  -  - 22  -  -  -  - 22  -  -  -  - 22  -  -  -  - 22

Front/Rear reference tyre 215/65 R16 225/65 R16 215/65 R16 225/65 R16 215/65 R16 225/65 R16 215/65 R16 225/65 R16 215/65 R16 225/65 R16 215/65 R16 225/65 R16

Capacities – Load volume (m3)

Load volume H1 roof  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -

Load volume H2 roof 5.3 6.9 5.3 6.9 9 5.3 6.9 5.3 6.9 9 5.3 6.9 5.3 6.9 9 5.3 6.9 5.3 6.9 9 5.3 6.9 5.3 6.9 9 5.3 6.9 5.3 6.9 9

Fuel tank 80 litres or 100 litres 

WEIGHT (kg)

GVW 3300 3500 3300 3500 3300 3500 3300 3500 3300 3500 3300 3500

GCW 5800 6000 5800 6000 5800 6000 5800 6000 5800 6000 5800 6000

Braked trailer 2500

Unbraked trailer 750

Tare weight H1 2004 2009 2004 2009 2004 2009 2004 2009 2004 2009 2004 2009

Tare weight H2 2041 2084 2049 2102 2177 2041 2084 2049 2102 2177 2041 2084 2049 2102 2177 2041 2084 2049 2102 2177 2041 2084 2049 2102 2177 2041 2084 2049 2102 2177

Payload H1 roof 1221 1416 1221 1416 1221 1416 1221 1416 1221 1416 1221 1416

Payload H2 roof 1221 1131 1416 1323 1248 1221 1131 1416 1323 1248 1221 1131 1416 1323 1248 1221 1131 1416 1323 1248 1221 1131 1416 1323 1248 1221 1131 1416 1323 1248

Max. permissible on front 1650 1850 1650 1850 1650 1850 1650 1850 1650 1850 1650 1850

Max. permissible on rear 1900 2100 1900 2100 1900 2100 1900 2100 1900 2100 1900 2100

Weights are not contractual and may change.
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REAR-WHEEL DRIVE
EURO 4 EURO 5

Engines 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (150 hp) 2.3 dCi (100 
hp)

2.3 dCi (125 
hp) 2.3 dCi (125 hp  +) 2.3 dCi (150 hp) 

GVW 3.5 t SW 3.5 t TW 3.5 t SW 3.5 t TW 4.5 t TW 3.5 t SW 3.5 t TW 4.5 t TW 3.5 t SW 3.5 t SW 3.5 t SW 3.5 t TW 4.5 t TW 3.5 t SW 3.5 t TW 4.5 t TW

Overall lengths L3 L3 L3 L3 L3 L3 L3 L3 L3 L3 L3 L3 L3 L3 L3 L3

Panel van normal roof (H1)

Panel van raised roof (H2) x x x x x x x x x x x x x x x x

Number of front seats 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3

Number of rear seats 4

ENGINES

Type of injection Common Rail Common Rail Common Rail Common Rail Common Rail Common Rail Common Rail

Fixed/variable geometry turbo (FGT/VGT) FGT FGT VGT FGT FGT VGT VGT

EGR cooling system Cooled Cooled Super-Cooled Cooled Cooled Super-Cooled Super-Cooled

Max. power rating DIN hp (kW CEE) 74 92 107 74 92 92 107

Max. power speed (rpm) 3500 3500 3500 3500 3500 3500 3500

Max. torque Nm CEE 285 310 350 285 310 310 350

Max. torque (rpm) 1250-2000 1250-2500 1500-2750 1250-2000 1250-2500 1250-2500 1500-2750

Capacity (cm3) 2298 2298 2298 2298 2298 2298 2298

No. of cylinders/No. of valves 4/16 4/16 4/16 4/16 4/16 4/16 4/16

Emissions control level Euro 4 Euro 4 Euro 4 Euro 5 Euro 5 Euro 5 Euro 5

Fuel Diesel Diesel Diesel Diesel Diesel Diesel Diesel

Gearboxes 6 speed manual 6 speed manual 6 speed manual 6 speed manual 6 speed manual 6 speed manual / 
6 speed automated (available 09 / 2011)

6 speed manual / 
6 speed automated (available 09 / 2011)

Architecture Rear wheel drive, conventional cab, integral body, all-steel chassis frame, panel or glazed van with 1 or 2 sliding side doors, rear doors opening to 180° or 270° as an option.

Front axle assembly  ‘MacPherson’ independent front suspension, coil springs with hydraulic telescopic shock absorbers, anti-roll bar (21 mm diameter on single rear wheel version, 24 mm diameter on twin rear wheel version).

Rear axle assembly Rigid axle with shackle ended single leaf steel springs, hydraulic telescopic shock absorbers, anti-roll bar (twin wheel version).

Front/Rear braking 
ABS as standard with electronic brake distribution and emergency brake assist to avoid wheel lock and optimise braking power in emergency situations.

Adaptive ESP with ASR (traction control) standard.
Ventilated discs at the front (Ø302 mm, 28 mm thick), solid discs at the rear (Ø305 mm, 12 mm thick on single rear wheel version or 18 mm on twin rear wheel version).

Engines 2.3 dCi (100 hp) 2.3 dCi (125 hp) 2.3 dCi (150 hp) 2.3 dCi (100 
hp)

2.3 dCi (125 
hp)

2.3 dCi (125 hp  +) 2.3 dCi (150 hp) 

GVW 3.5 t SW 3.5 t TW 3.5 t SW 3.5 t TW 4.5 t TW 3.5 t SW 3.5 t TW 4.5 t TW 3.5 t SW 3.5 t SW 3.5 t SW 3.5 t TW 4.5 t TW 3.5 t SW 3.5 t TW 4.5 t TW

Overall lengths L3 L3 L3 L3 L3 L3 L3 L3 L3 L3 L3 L3 L3 L3 L3 L3

Rear overhang (mm) 1674

Gearboxes 6 speed manual 6 speed manual 6 speed manual 6 speed manual / 6 speed automated (available 09 / 2011)

Turning circle between kerbs (m) 13.6 13.6 13.6 13.6 13.6 13.6 13.6 13.6 13.6 13.6 13.6 13.6 13.6 13.6 13.6 13.6

Turning circle between walls (m) 14.1 14.1 14.1 14.1 14.1 14.1 14.1 14.1 14.1 14.1 14.1 14.1 14.1 14.1 14.1 14.1

Front anti-roll bar (diameter in mm) 20 24 20 24 20 24 20 20 20 24 20 24

Rear anti-roll bar (diameter in mm)  - 30  - 30  - 30  -  -  - 30  - 30

Front/Rear reference tyre 235/65 R16 195/75 R16 235/65 R16 195/75 R16 235/65 R16 195/75 R16 235/65 R16 235/65 R16 235/65 R16 195/75 R16 235/65 R16 195/75 R16

Capacities – Load volume (m3)

Load volume H1 roof

Load volume H2 roof 8.3

Fuel tank 80 litres or 100 litres

WEIGHT (kg)

GVW 3500 3500 3500 3500 4500 3500 3500 4500 3500 3500 3500 3500 4500 3500 3500 4500

GCW 6000 6500 6000 6500 7500 6000 6500 7500 6000 6000 6000 6500 7500 6000 6500 7500

Braked trailer 2500 3000 2500 3000 2500 3000 2500 2500 2500 3000 2500 3000

Unbraked trailer 750

Tare weight H1 

Tare weight H2 2324 2453 2324 2453 2453 2324 2453 2453 2324 2324 2324 2453 2453 2324 2453 2453

Payload H1 roof

Payload H2 roof 1101 972 1101 972 1972 1101 972 1972 1101 1101 1101 972 1972 1101 972 1972

Max. permissible on front 1850

Max. permissible on rear 2300 2800 2300 2800 3200 2300 2800 3200 2300 2300 2300 2800 3200 2300 2800 3200
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BUS Combi
FRONT-WHEEL DRIVE

D
R

IV
E

 L
IN

E

Engines 2.3 dCi (125 hp) Euro 5 with DPF 2.3 dCi (100 hp, 125 hp) or 2.3 dCi (150 hp) Euro 5 with DPF

GVW 3.9 t 2.8 t 3.3 t 3.3 t 3.5 t

Overall lengths L3 L1 L2

Panel van normal roof (H1) x x

Panel van raised roof (H2) x x x

Panel van extra-raised roof (H3) 

Number of front seats 2/3 3

Number of rear seats 14 3 or 6

ENGINES 100 hp 125 hp 150 hp

Type of injection Common Rail Common Rail Common Rail Common Rail

Fixed/variable geometry turbo (FGT/VGT) FGT FGT FGT VGT

EGR cooling system Cooled Cooled Cooled Super-Cooled

Max. power rating DIN hp (kW CEE) 92 74 92 107

Max. power speed (rpm) 3500 3500 3500 3500

Max. torque Nm CEE 310 285 310 350

Max. torque (rpm) 1250-2500 1250-2000 1250-2500 1500-2750

Capacity (cm3) 2298 2298 2298 2298

No. of cylinders/No. of valves 4/16 4/16 4/16 4/16

Emissions control level Euro 5 Euro 5 Euro 5 Euro 5

Fuel Diesel Diesel Diesel Diesel

Gearboxes 6 speed manual / 6 speed automated 6 speed manual / 6 speed automated (125 hp, 150 hp only)

Architecture Front-wheel drive, conventional cab, integral body, all-steel chassis frame, panel or glazed van with 1 or 2 sliding side doors, rear doors opening to 180° or 270° as an option.

Front axle assembly   ‘Mac Pherson’ independent front suspension, coil springs with hydraulic telescopic shock absorbers, anti-roll bar (depending on version 25 mm diameter).

Rear axle assembly Rigid axle with shackle ended single leaf steel springs, hydraulic telescopic shock absorbers, anti-roll bar (depending on version (H3 and L3).

Front/Rear braking 
ABS as standard, with electronic brake distribution and emergency brake assist to avoid wheel lock and optimise braking power in emergency situations.

Adaptive ESP with ASR (traction control) as an option.
Ventilated discs at the front (Ø302 mm, 28 mm thick), solid discs at the rear (Ø305 mm, 12 mm thick).
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Engines 2.3 dCi (125 hp) 2.3 dCi (100 hp, 125 hp) or 2.3 dCi (150 hp) Euro 5 with DPF

GVW 3.9 t 2.8 t 3.3 t 3.3 t 3.5 t

Overall lengths L3 L1 L2

Rear overhang (mm) 1046 1046

Gearboxes 6 speed manual / 6 speed automated 6 speed manual / 6 speed automated (125 hp, 150 hp only)

Turning circle between kerbs (m) 15.7 12 13.6

Turning circle between walls (m) 16.2 12.5 14.1

Front anti-roll bar (diameter in mm) 25 25

Rear anti-roll bar (diameter in mm) 22 22

Front/Rear reference tyre 225/65 R16 215/65 R16 225/65 R16

Capacities – Load volume (m3)

Load volume H1 roof  - 1.9 - -

Load volume H2 roof  - - - 3.7

Load volume H3 roof  -  -  -  -  -

Fuel tank 80 litres or 100 litres

WEIGHT (kg)

GVW 3900 2800 3300 3300 3500

GCW 6000 5480 5800 5800 6000

Braked trailer 0 2680 2500 2500 2500

Unbraked trailer 0 750

Tare weight H1  - 2053 2068

Tare weight H2 2493  -  - 2135 2149

Tare weight H3  - - -  -  -

Payload H1 roof  - 755 1061  -  -

Payload H2 roof  -  -  - 989 1174

Payload H3 roof  -  -  -  -  -

Max. permissible on front 1850 1550 1850 1650 1850

Max. permissible on rear 2100 1650 2100 1900 2100






