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RENAULT
TRUCKS

DELIVER

RENAULT TRUCKS 24/7

A network of experts communicates in 16 languages

to provide assistance and breakdown recovery operations
and guarantee quality of service 24 hours a day, 7 days

a week.

OPTIFUEL TRAINING
is a training module for drivers providing them with training
in rational driving and preservation of the drive train.

OPTIFLEET MAP - GEO-LOCATE YOUR FLEET

Locate your vehicles in real time: vehicle speed, position,
direction, driver’'s name and driver’s card status. Analyse
the routes your vehicles have taken. Optimise your journeys.

OPTIFLEET CHECK - MONITOR YOUR VEHICLES’

FUEL CONSUMPTION

Analyse and award your drivers a score based on their
driving style (Eco Score). Monitor technical data by vehicle
and driver remotely. With trailer temperature monitoring.

START & DRIVE

Adapt maintenance and repair contracts according to your
temperature-controlled transport business to control your
budget and provide maximum availability of your work tool.
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THE MOST COMPREHENSIVE PRODUCT RANGE = i a | N ' — ﬁs YOUR RENAULT TRUCKS BODY STRUCTURE
FOR TEMPERATURE-CONTROLLED TRANSPORT | | 5. Y _ =

From long haul transport to deliveries in town, Renault Trucks covers all the needs of temperature-controlled

transport. Low fuel consumption, manoeuvrability in urban areas and easy access to the cab are the main T =

features of our vehicles ensuring your everyday tasks are carried out successfully. The reliability of our vehicle RENAULT TRUCKS T RENAULT TRUCKS D WIDE

ranges combined with the range of Renault Trucks network services on offer ensure maximum availability 4X2 RIGID 4X2 AND 6X2 RIGID 4X2 RIGID

of your work tool. 4X2 TRACTOR GVW GVW
ENGINE from 19 to 26 t from 7.5 to 18 t
DTI 11,13 ENGINE ENGINE
Power rating 380 to 520 hp DTI 8 (280 hp), Diesel 6 cylinder DTI 5 (240 hp), Diesel 4 cylinder e
Maximum torque: 2550 Nm DTI 11 (430 hp), Diesel 6 cylinder DTI 8 (280 hp), Diesel 6 cylinder 2
GEARBOX NGT 9 (320 hp], Natural gas GEARBOX g
Optidriver automated manual gearbox as standard GEARBOX Optitronic, automated gearbox E
RECOMMENDED OPTIONS Optidriver (automated manual gearbox) or Allison gearbox RECOMMENDED OPTIONS
Fuel Eco Pack + RECOMMENDED OPTIONS BBM electrical interface
Roof deflectors Fuel Eco Pack Tailgate pre-equipment )
Side fairings BBM electrical interface and tailgate pre-equipment /Fpgmc fm@t pulley, engine r';ar take-off up to
Tyre pressure monitoring system Engine power take-off up to 650 Nm for the Engineless® solution 650 Nm for the E"g\"e solution

Power take-off (NGT 9) Frigoblock® DTI 8 pre-equipment

Passenger side vision door
Integral air suspension
Reversing buzzer

RENAULT TRUCKS T

Front axle up to 9t
3" rear steered axle up to 9 tonnes
Passenger side

Integral air suspension
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guidance only. The manufacturer reserves the right to make modifications v
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- ~Z | Sto compartment on engine tunnel
. iy Revers buzzer
‘-__.F ‘-: . 2 @ ng buzzer
a CHASSIS PRE-EQUIPPED RENAULT MASTER
J FOR ALL-ELECTRIC EQUIPMENT ENGINE
( [ ] al to reduce noise levels dCi2.3

Diesel 4 cylinders in line, Bi-turbo
Power rating 110 to 170 hp
Maximum torque: 380 Nm

" and pollutant emissions from
the temperature-controlled
trailer.

Engine front power take-off
Bodybuilder conversion unit

Wiring for bodybuilder conversion L]
Fast-idle control E
Medianav 4.0: touch-sensitive navigation and multimedia screen

RENAULT TRUCKS D WIDE RENAULT TRUCKS D SEARB‘QX f:;
anual or automated 58
TRANSMISSION 2s
— — Front or Rear wheel drive %ﬁ
LY - ¥
- WHEELBASE 53
'_" J EASY ACCESS TO THE CAB e i g2
: . for the driver to climb in £3
- & ; 53
= B and out of the cab frequently RECOMMENDED OPTIONS 58
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L when making deliveries

in town.
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